


Specifications for EIS TURBO

90 Day On-Site Warranty

Scanner Specifications Graphtec SK200-09

N—

Scanning Width
Document Thickness
Optical Resolution
Interpolated Resolution
Main scanning system

Max. Scanning speed at 400 dpi:

Hig yeed | Normal | High Quality)
_Monochrome

_Gray

_Color (8-bit, 24-bit)

Scanning precision
Gradation
Threshold value
Color space

Censor

_Total number or pixels captured
_Light source
_Output

Interface
Rated Power Supply

External Dimensions (w/ stand)
Weight (approx. incl. the stnd.)

36" (centered) / 36.5" (max. document width)

up to 0.8mm (including the carrier sheet)

600 dpi

upto 1200 dpi

Contact Image System (five A4 sensors in a staggered pattern)

6.0 a5 3.0  inches/sec.
6.0 a5 3.0  inches/sec.
25 1.0 0.75 inches/sec.

+-0.1% or +-1 pixel, whichever is larger

Monochrome: Bi-level, intermediate tones (dithering, error diffusion) | Gray: 256 shades | Color: 24-bit

A DSP (digital signal processor) enables automatic setting of the threshold value (monochrome scans only)
RGB

22,020 x RGB = 66,060
LED, RGB
Color : 42bits/pixel, Grayscale : 14bits/pixel

USB 2.0 (High Speed)
100 to 120/200 to 230 VAC +-10%, 50/60 Hz
46.65 x 28.15 x 37.99 inches

38kg / 84lbs
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Printer Specifications | Seiko Teriostar LP-1020

Imaging Method
Output Resolution
Continous Output Speed

Warming-up Time
Paper Feed

Paper Ejection

Maximum Output Width
Maximum Output Length
Margin Sizes

Maximum QOutput Area
RAM

HDD

Interface

Network Protocol

Data Format
Dimensions
Weight
Power Supply

Power Consumption

Electrophotography ) ) - )

600 dpi Operating System Windows XP® Professional

6.2 D-size prints per min., Processor | Intel Core 2 Quad-core 2.4Ghz processor
SE st RS permin, Memory | 2 GB DDR PC2-5300

less than 8 min.

2-rolls, Automatic Feed Hard Drive | 250GB SATA-150 (7200 rpm)

Front Side Ejection 8MB Cache

36" CD/OVD | CD/DVD R==RW Combo Drive

33 feet

1/8" on right/left side, Networking | 100Mb/s and 1Gb/s Fast Ethernet

1/5" on front side, Keyboard | Mini 101 Keyboard w/ Touch Pad

1/2" on rear side

36 inches x 33 feet Monitor 15" Touch Panel (1024x768)

256MB (Standard)

20GB Onboard Graphic | Integrated Intel GMA 3100 256bit
Ethernet (10/100 Base-TX) L. y

USB 2.0, Centronics

TCP/IP (ftp, Ipr, socket)

HP-GL, HP-GL/2, HP RTL, TIFF, CALS
Plotter 46” (W) x 22" (D) x 49" (H)
less than 419 Ibs.

110V Model: 120V-15A,

220V Model: 230V-10A

Operation: less than 1,350W,
Standby: less than 60W
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Scanner Controller | Rocket Specifications

Combined Weight

(Scanner, Stand, Printer & Controller)

538 Ibs.

Foot Print Size 58"h x 68”1 x 36"w

(height, lenght & width)

Paradigm Imaging Group - Distributor of Large Format Scanning & Printing Solutions!

1590 Metro Drive, Suite 116, Costa Mesa, CA 92626 | 888.221.SCAN(7226) or 714.432.7226 in Canada

www.SCANtopia.com or info@paradigmimaging.com





